NOTE_REQUIRED:
CONCRETE_STRENGTH TEST MAY BE REQUIRED

NOTE:
ALL MH. COVERS ON QUTFALL MH'S OUTSIDE OF ROADWAY R/W
TO BE CAST IN PLACE IN CONE SECTIONS OF MHS.
3504 FRAMES & COVERS MAY BE USED OUTSIDE OF STREETS AND ROADS.
COVER TO BE SMILAR TO 460# FRAME TO BE REDUCED IN HEIGHT AND

RE|
FOR ALL POURED IN PLACE CONCRETE.

STREET GRADE

THICKNESS. MANHOLES OUTSIDE R/W SHALL BE 24" ABOVE GRADE.

FOUR LUGS EQUALLY SPACED, DRILLED
AND TAPPED FOR BRASS %"THREAD BOLTS
14" HEX HEAD.

=}
WATERTIGHT C.I. MANHOLE FRAME AND COVER g  COVER
CORRUGATION AND 2 PICK HOLE IN COVER, NO PERFORATIONS. "
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2 ‘ 23-% ‘ K.A‘ P . 8 23 GASKET
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] < K WATERTIGHT MANHOLE FRAME & COVER T0 BE
= L/ X4 0 kS CLOW F-3370 DR EQUAL MIN. TOTAL N
T WEIGHT 270 LBS. &
] " . — PLASTER 1:2 e
Ao I o I MORTAR 3/4" .
- THICK ON OUTSIDE 2
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COLLAR REQ. TO [l
SEAL OPENING
AROUND PIPE TYPY ] —
N — COAT OUTSIDE
FRAME — 282 LB. (8") [l d
COVER — 178 LB. @) 2 1:2 3/4" THICK
TOTAL 460 LB. - MORTAR
SEATING SURFACE OF — I
FRAME_AND COVER TO —
BE MACHINED TO FIT. ROWLOCK INV.

460# M.H. FRAME AND COVER

3000 PSI CONC.

FOR USE IN STREETS AND ROADS
N.TS.

WALL DETAIL FOR DEPTH
OVER 12°-20"

NOTE:
FOR DEPTH OVER 20' INCREASE
WALL THICKNESS TO 16"

NOTE;
BRICK MANHOLES SHOULD ONLY
BE USED IN SPECIAL
CIRCUMSTANCES

WHERE THE USE OF PRECAST
SECTORS MAY BE AFFECTED BY
OBSTACLES.

ELEVATION AT ¢ MANHOLE
SEAL MH. RING TO STRUCTURE WITH TWO CONCENTRIC RINGS OF ASPHALTIC MASTIC.
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FULTON COUNTY




